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Information concerning the structure of an array of particles Wit%;a cer-
tain electrical conductivity, which are embedded in a medium of arbitrary con-
ductivity, can be obtained by a measurement of the effective conductivity of
the system. 1In order to relate the electrical measurement to the structure of
the system, several workers have calculated the effective conductivity of con-
ducting media containing arrays of perfectly conducting and nonconducting

gpheres and cylinders.l'5

%Ehe effective conductivity between rows in an array of widely separated, .
perfectly conducting cylinders will be considered herein by means of the same
conformal mapping that is used to calculate the interelectrode capacitances
of an idealized planar triodg. g

An array of perfectly conducting, equal-sized cylinders embedded in a me-
dium with conductivity .0p @and dielectric constant e 1is shown in Fig. 1.

In order to find the electrical conductivity in the x-direction, assume that
an electric field E = -QXEO is applied to the system. It is advantageous to
note that the surfaces [(n + 1)d; + n dp,y,2z], where n =0, *1, #2,

and dl,E are the x-direction separation distances between cylinders, are
equipotential planes. For example, the n = +1 surface is shown by asterisks
in Fig. 1. |

Thus, it is merely necesséry to consider the geometry shown in Fig. 2 in

order to find the conductivity of the system shown in Fig. 1. The equipoten-



-2 -
tial planes denoted by the numbers 1 and Z may be assumed to be perfectly con-
ducting. The geometry shown in Fig. 2 resembles that of an idealized triode
for the case in which the cylinders are widely separated (b’dl,Z >> a). The
planes represent the cathode and anode; the cylinders represent the grid.

Ramo and Whinnery6 have solved for the interelectrode cépacitances per
unit length Cp, of this structure using the complex mapping

z' = exp(-nz/b)

by which the triode geometry in Fig. 2 is mapped into that of Fig. 3 for the

condition b)dl,z >> a. The interelectrode conductance per unit length G,

is related to Cpy by Cpp = (€/0g)Gpp. Thus

1 T
% % ln(? cse E%) % % 42 % 9% 41
Gy2 == C12 = o1 A 3 Giz=— Ciz =R CGez =2 Cezs=5paA
(dy +dp) (&2 1 _ 1 & az\?
A = — |7 = 1n(§ csc EE) -\ (1)

where the values for Cp, are those given in reference 6.

An equivalent circuit for Fig. 2 is given in Fig. 4. Thus

o1,2) o, asfes (13 o, C1ees
eff 12 G13 + G25 . eff 13 GlZ + st
(2)
(23 _ o G12013
eff 23 * B, * Gos

It is easily shown that

1
1,3 2,3
L(1,2)] [G((eff ) [t(eff )

Gert | =TT 7e T T(Tro (3)

+ Coz). Thus l'GgpS (1 + eﬂ and Il—i}((ggfs) (1 + e)_\ are
J

the effective conductances per unit length between adjacent rows of cylinders,
dq and dp apart, respectively, where a plane through the axes of the cylin-

ders in each row is virtually equipotential.
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If o
X

actually equipotential, planes and o
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is the x-direction effective conductivity between two adjacent,

X3

ductivity between two rows of cylinders that are

written as

(022) is the x-direction effective con-

dq(d5) apart, Eq. (3) can be

d) +dp 4y . ay "
P 2o * 2b
O'Xb Oxl Oxz
where
00
o] d- + 4
9% % T 9 (1,2) _
5.~ "5 CGepr =1 (5a)
0
and
© B 1 ﬁa)T
X(l) d(l) (1’ ) d(l) dy + 4y . ln(E ese =9
2 2) o\2 ) 2 2o P (5b)
% 20 Ceff 3+ 4, ST 1ofE ooo T2
() "C =
| o 2 i

d; (diz) is also the x-direction effective conductivity between a row of
1

cylinders and the equipotential surface that is a distance dj(ds) from it.

When Eq. (5a) is compared with the finite difference calculation of Ref. 5,

(a/b) < 0.1, the error in the above

it is seen that, for dy =dg =D and

mapping technique is 1.5 percent. Since the error in the mapping decreases as

d; and ds increase, Eq. (5b) is in error by less than 1.5 percent for

(a/b) < 0.1. Vhen & =dg, o

St
2
a plane through the axes of cylinders in a row 1s equipotential.

" The above mapping technique can be used to calculate y-direction effective

dy,d5 > b and /oy = 1, which indicates that

conductivities only for the case of dy = dy. Thus, in a manner identical to

the above techniques, it can be shown that the y-direction effective conduc-
tivity between two rows of cylinders or between two equipotential surfaces is

0y (for 4, = ds).

o
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Fig. 2. Equivalent array of cylinders.
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Fig. 1. Array of cylinders.
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Fig. 4. Equivalent circuit of array

of cylinders.

Fig. 3. The z' plane (not to scale).



